GEARBOX AND TRANSMISSION

The four forward speeds of the Borgward gearbox are fully syn-
chronized.

Hill climbing, max. gradient in first gear: 44 %, second gear
23 %, third gear 14.5 %, top gear 10.4 %.

For mounting purposes the gearbox is held in a holding device,
which is clamped to a vice to facilitate gearbox assemblies. A
drawing of this holding device is shown on the reverse page. The
propeller shaft inclusive joints is balanced and should be treated
with care. Avoid rough handling, shafts must not be dropped.

Make Borgward

Gears 4 forward, 1 reverse

Synchronized speeds all forward speeds synchron-
ized

Gearbox up to chassis No. 731 745

Gear ratios 1st gear 1:4.18
: 2nd gear 1:2.23
3rd gear 1 :1.47
4th gear 1:1.0
Reverse gear 1:4.4

Gearbox from chassis No. 731 746

Gear ratios 1st gear 1 :3.86
2nd gear 1:2.15
3rd gear 1:1.36
4th gear 1:1
Reverse gear 1 :4.06

Transmission

Propellershaft:
Installation length 1300 mm or appr. 51 3/16"
Length pushed together 1278 mm or appr. 50 5/16"
Maximum unbalance

(at 5000 r.p.m.) 21 cm/g
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