STEERING

Two types of steering are fitted at the present time, the "ZF One-
finger" as well as "ZF" Gemmer steering. Steerings are inter-
changeable one with another, the design of steering mechanism
remains the same. Both drag rod halves are operated by two drop
arms, the left drop arm is fitted to the steering, the right one to
the drop arm bracket; operation by means of a tie rod (cross tube)
of unalterable length.

Steering adjustment in connection with a control of the entire steer-
ing geometry and kinematics is again thourroughly described in
group R - Wheel Measurement. Driving security depends on the
correct adjustment of the steering. Steering in connection with
wheel position can influence road holding and tyre wear considerab-
ly. We recommend to pay special attention to the adjustment of
steering, see group L, and wheel measurement, group R.

Make ZF One-finger ZF Gemmer
Type Type L 542 Type GA 15
Gearing on the average 1:14.27 1:15.43
Steering lock inner 42° inner 42°
outer 32° outer 32°
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GROUP L. STEERING

L1l. Removal and reassembly of steering

Tools: Ring spanner 27, 17 mm, spanner 17, 14 mm,
socket 17 mm with extension and ratchet, side
cutting nippers, hammer, chisel, screwdriver
3 mm, extractor WK 141.

Figure 1

1. Lift out horn button. (See also V 1, figure 2)
(Insulated screwdriver)

2. Disconnect horn cable and pull out underneath.
(Insulated screwdriver)

Figure 2

3. Separate rubber joint disk from steering and steer-
ing column, bend up lock plate and remove bolts.
(Hammer, chisel, 2 spanners 14 mm)

Figure 3

Caution: Steering flange (joint disk) remains on
steering, care must be taken that rubber ring seal
55.27 - 61 is in the bore of the joint disk when re-
assembling.

4. Remove split pin and undo ball pin nut of left drag
rod on drop arm.
(Side cutting nippers, ring spanner 17 mm)

I Caution: Loosen drag rod under spring tension only,

i. e. under load, as otherwise ball pin caps are too
much under tension.

5. Pull off drag rod from drop arm.
(Extractor WK 141, ring spanner 27 mm)

Figure 4 4

6. Remove split pins and undo steering nuts.
(Side cutting nippers, ring spanner 17 mm, spanner
17 mm)

7. Lift out steering with drop arm.

Reassembly of steering in reversed sequence.
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